
High Resistant Paint for outdoors/ indoors

Plastic, acrylic-styrene paints, for outdoors and indoors with waterproofing properties and

excellent rub resistance. Thanks to this waterproof coating film, resistant to abrasion and

weathering make this paint an unbeatable option for application on surfaces where high

protection and high washability is required.

 The supports must be clean, dry, well adhered, free

of any impurity such as molds, algae, lichens, salts,

environmental contamination...

 If the support presents peeling, buckling or

detachment, it is advisable to scrape deteriorated

areas and consolidate.

 Interval between layers: 1-2 hours (20°C to 65%

relative humidity).

 Finish: mate

 Tools: Thread roller (medium hair), paintbrush,

airless or other projection equipment

Application

 High resistance

Moisture protection

 High durability

 High waterproofing capacity

 Resistance to washing and ultraviolet radiation

 Maximum covering power: 8 - 12 m2/L, thus reducing
the cost associated with its application (€ / m2).

Minimum drying time: 10 - 20 mins.

 Protection against bacteria and fungi.

Benefits

Technical specifications(*)

Aspect: available in any color
Density (20ºC): 1,30 – 1,50 g/cm3

pH (20ºC): 7,0 – 9,0

(*) Average values. They are not sales specification

 It is recommended to store them in closed tanks,

protected from environmental pollution and frost, in well

ventilated areas. Avoid subjecting them to high

temperatures to prevent possible biological

contamination inside the tanks.

Preservation and Storage

 The handling of these products is not dangerous.

However, the usual precautionary measures for the

handling of chemicals should be observed.

 Disposal of the product and / or its packaging must be

carried out in accordance with current legislation, and is

the sole responsibility of the holder and / or end user.

 Products classified as dangerous goods for transport

by land, sea or air. UN-3267

Handling and transport
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